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Bandsaw machine

Description

Sawing machine with base, European design. This machine is used for making small cuts. The saw
blade tension can be adjusted manually. Quick-acting clamp. No vibrations due to heavy duty saw
arm. The machine has a 2-speed motor, saw blade guide bearings. The sawing pressure can be
adjusted through a hydraulic cylinder.

Properties:
variable speed
adjustable sawing pressure
automatic stop
with cooling system
eccentric quick-acting clamp
separate metal control panel
precision adjustment of the runners
with material stop
switch controlled saw blade cover
bronze worm wheel
gear wheel driven
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Extra information

Item number 16319

Model HU 285 ACV-4

EAN 8718242080576

CBS Statistics number 84615000

Article group HUVEMA Machines Retail

Brand Huvema

Features

Saw blade dimensions 2730 x 27 x 0,9
mm

Sawing capacity 45°
rectangular 205 x 205 mm

Sawing capacity 45° round 205 mm

Sawing capacity 45° square 205 mm

Sawing capacity 60°
rectangular 125 x 125 mm

Sawing capacity 60° round 125 mm

Sawing capacity 60° square 125 mm

Sawing capacity 90°
rectangular 270 x 220 mm

Sawing capacity 90° round 240 mm

Sawing capacity 90° square 225 mm

Saw speed 35-70 m/min

Engine power 1,1 kW

Voltage 400 V

Weight 275 kg

Packaging dimensions 1385 x 745 x 935
mm

Article group code 503108
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