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Gear wheel drilling machine

Description

Heavy-duty gear drill from Huvema. This gear driven column drill is designed for drilling, reaming and
tapping. The maximum drilling capacity of this drill is 40mm. This industrial drilling machine is suitable
for heavy work in production, maintenance, repair, machine factories etc. The speed of the HU 40 G
Vario is variably adjustable, so the adjustment can be stepless.

Features:
Worklight
Variable speed (stepless)
Protective cover
Cooling
Automatic feed
spindle left and right
Table rotatable
table fixation
with automatic tapping device

Included with the machine:
Drill head (Art. 20112240)
Drill bit MK4 (Art. 20112265)
Adapter MK4-3 (Art. 20112261)
Adapter MK4-2 (Art. 20112262)
Drive pin
Oil pump
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Extra information

Item number 11316

Model HU 40 G-4 Vario

EAN 8718242081139

CBS Statistics number 84592900

Article group HUVEMA Machines Retail

Brand Huvema

Features

Drilling capacity 40 mm

Tap capacity M 24

Distance spindle - column 350 mm

Spindle taper MT 4

Engine power 1,5 kW

Voltage 400 V

Drilling depth 180 mm

Table dimensions 560 x 560 mm

Column diameter 150 mm

Speed range 30-1800 rpm

Number of revs 2

Variable speed Ja

Drive Tandwiel

Weight 460 kg

Packaging dimensions 730 x 560 x 2220
mm

Article group code 684753

https://www.huvema.nl/en/gear-wheel-drilling-machine-11316


3 https://www.huvema.nl/en/gear-wheel-drilling-machine-11316
23/04/2024

Product images

https://www.huvema.nl/en/gear-wheel-drilling-machine-11316


4 https://www.huvema.nl/en/gear-wheel-drilling-machine-11316
23/04/2024

https://www.huvema.nl/en/gear-wheel-drilling-machine-11316

